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About the Company
 With 10+years ofindustry experience, Nutrakem powers pharma with precision 4 from branded 

formulationsto frontline hospitalsupply. We have a prolific presence in government procurement,
forge strategic marketing alliances, and drive global export momentum. Our products carry the
Nutrakem brand, crafted by trusted third-party manufacturers and marketed with impact. Our
playbook? Compliance, positioning, and velocity 4 built for clarity, built for control.

Our vision is to become a global force in advancing healthcare by delivering world-class, 
affordable surgical and medical solutions that empower healing, inspire trust, and make quality 
care accessible to every corner of the world.



Our Memberships and Certifications

GST Registration

Corporate Identification Number 
(CIN)

Startup India

Export Promotion Council for Medical 
Devices- Membership Certificate

MSME Registration

Import Export Code



Infusion and 
Transfusion Therapy

Quality Medical Devices



Why Choose Us?
 QualityStandards

Products made in 
compliance international 
standards

WHO-GMP, ISO 13485 & 
9001 Compliance

CE Certified, MDR 
Approved

Manufacturing Excellence Testing & Delivery

Third party 
manufacturing facility 

available
Works on Standard SOP
Made with International 
Standards

Inbuilt Sterility Testing 
Lab

Inbuilt Toxicity Testing 
Lab
Inbuilt Leakage/Sealing 
Testing Lab
On time and fast Delivery

Competitive rates

Our products have the following certifications



IV Cannula

 

Safety Cannula

Karman Cannula

 Use:Aseptic Medical termination of pregnancy

Consists of a coned distal end with two large lateral eyes 
facilitating curettage
Used along with MTP syringe or suction apparatus

Sterile, Non-toxic & Pyrogen free

Available Size: 4mm, 5mm, 6mm, 7mm &, 8mm

Reduces needlestick injuries and prevents re-use

Colour coded as per universal norms for easy identification

Available Size: 16G, 17G, 18G, 20G, 22G and 24G

PTFE/PUR/FETP Catheter

AdvancedCatheter Design: Thin walled Teflon catheter available 
with or without radio opaque line. Flash back chamber allowing
visualization of venous return

Secure Fixation System: Easy & secure fixation with flexible wings 
preventing skin contact with luer lock connector. Luer Lock cap 
for closing the proximal end of the catheter after removing needle

Safety Features: Injection port with one way valve; intermittent
non-return valve prevents leak. Color coded port cap for
intermittent and safe administration of drugs

Sterile, single use and non-pyrogenic: Triple point needle for 
painless insertion



Nasal Cannula

IV Cannula Fixator

 Fixescannulawithout contaminating infusion site

Prevents contamination and infusion related phlebitis

Options available: (a) PU; (b) non-woven; and (c) Bandage

Individually packed in paper plastic pouch

Specially designed 'U' shape for ease of affixing

Made of shrink protected PVC tube, necessary tube length and
connector with easy attachment to oxygen source

Used for efficient oxygen administration to patients

Made from medical grade, non-toxic, soft PVC

Multi-channel tube ensures regular oxygen supply even if the tube 
is accidently kinked
Adult & Paediatric variations available

Smooth finished & adjustable nasal tips maximizes comfort

Non-toxic, Pyrogen-free



CVP Manometer

IV Set 3 Economy Model

 

Use: Monitoring of central venous pressure during infusion

Tube length: 4cm - 34cm attached to 3 way connector

125 cm extension tube with male and female luer locks at each end 
respectively for connection to CVP Catheter

Latex rubber strings moulded clamps for easy fixing on IV Stands

Sliding indicator enables recording of previous readings

Forbottles and bags: sharp spike vented and for plastic bottles: 
non-vented for proper penetration

Quality flash bulb and latex tube for self-sealing

Carefully designed roller clamp for optimum flow control

Spike is ISO 8536-4 Compliant; End connection is ISO 594/1 and 
ISO 594/2 compliant
Superior quality needle

Options available : a) Vented; and b) Non-vented



Pediatric IV Set

IV Set - Premium Models

 

Needle free IV Set

Use in gravity infusion

For bottles and bags: sharp spike vented and for plastic bottles: 
non-vented for proper penetration

Spike is ISO 8536-4 Compliant; End connection is ISO 594/1 and 
ISO 594/2 compliant
Variations: (a) latex free; (b) pre-split injection site; and (c) 1/2/3 
injection site
Options available : a) Vented; and b) Non-vented

PVC/DEHP free option available

Infusion set standard(20drops in 1ml +/- 0.1ml)

Variants : (a) tube latex, (b) bulb latex, (c) luer lock, (d) y-injection site with/ 
without needle)

For bottles and bags: sharp spike vented and for plastic bottles: non-
vented for proper penetration
Quality flash bulb and latex tube for self-sealing

Carefully designed roller clamp for optimum flow control

Spike is ISO 8536-4 Compliant; End connection is ISO 594/1 and ISO 594/2 
compliant
Superior quality needle

Options available : a) Vented; b) Non-vented; and (c) air vented with bulb 
latex (for optimum pressure and undisturbed flow)



PVC/DEHP Free IV Set

 

Filter Administration Set

 

Chamber andtubing freefrom PVC /DEHP.

Spike is ISO 8536-4 Compliant; End connection is ISO 594/1 and 
ISO 594/2 compliant.

Filter 3 15micron fluid.

Optimum penetration through a sharp spike.

Infusion set is pressure resistant.

Minimizes nursingtime

Loss of flow prevented by automatic air venting

Capacity to withstand minimum 45psi pressure

Flow controller option available ranging from 5ml-250ml per hour

PVC/DEHP free option available

Bacterial retention throughout 96 hours flow

Filter media 1.2 /0.2 micron



Dial Flow IV Set

Measured Volume Burette Set

 

Micro Dropper of 60 drops per ml

Available with or without 'Y' connection

Bulb Latex or Y-Site for easy flushing

Separate plug for extra medication and 
continuous change over

Appropriate for gravity infusions available in vented (for bottles
and bags) and non-vented (for Plastic bottles) options

Spike is ISO 8536-4 Compliant; End connection is ISO 594/1 and 
ISO 594/2 compliant
Latex Free and Soft Clear Flexible Tubing

Across the adjustable scale rate flow accuracy ensured

Availability of custom configurations on request subject to MOQ

Facility of Pinch Clamp for immediate shut-off (if required)

Precision flow controller with range from 5ml-250ml per hour

Patient connection simplified with Rotating Lock

Optimum penetration through a sharp spike

Madeof medical grade PVC thatistransparent and semi-rigid

Polished finishing and easy assembly (through invisible parting 
line)

Rear printed white band for accurate volume reading

Burettes manufactured with biologically tested material ready for 
assembly with matching end caps

Option of custom color printing available

150 ml measured volume chamber

plea

Available with Latex and Latex-Free



3 Way Stopcock

 

Extension Tube/Lines and Pressure Monitoring Lines

 

Three-wayvalvesystem for fluid control and medication 
administration

Precision-engineered for smooth operation and reliable 
per for mance
Luer lock connections for secure attachment to medical devices

Color-coded handles for easy identification and operation

Sterile, single-use disposable design

Non-toxic and pyrogen-free materials

Leak-proof construction with excellent sealing properties

Compatible with standard IV lines and medical equipment

Easy-to-operate rotational valve mechanism

Available in different configurations and sizes

ISO compliant manufacturing standards

High-quality medicalgradetubing forextensionandpressure
monitoring

Compatible with various medical devices and monitoring systems

Sterile, non-toxic and pyrogen-free construction

Flexible and kink-resistant design

Available in multiple lengths and configurations

Luer lock connections for secure attachment

Transparent tubing for easy visual monitoring

Single-use disposable for infection control

ISO compliant manufacturing standards



ISO 8536-4 compliant spike design

Roller clamp for accurate flow regulation

Luer lock connector for secure attachment

Color-coded hub for easy gauge identification

Designed specifically for pediatric and difficult venous access

Ultra-thin needle for minimal patient discomfort Flexible

butterfly wings for secure fixation

Transparent tubing for easy visual monitoring

Available in multiple gauge sizes (21G, 23G, 25G, 27G)

Sterile, single-use disposable design

Non-toxic and pyrogen-free materials

ISO compliant manufacturing standards

Suitable for short-term infusion therapy

Specially designed for light-sensitive medications Amber-

colored tubing provides UV protection Prevents degradation of

photosensitive drugs Compatible with chemotherapy and light-

sensitive solutions Standard drip chamber with precise flow

control Sterile, single-use disposable design

Non-toxic and pyrogen-free construction

Luer lock connections for secure attachment

Available in vented and non-vented options

Suitable for oncology and specialized medication administration

Scalp Vein Infusion Set

Lightproof Photosensitive IV Administration Infusion
Set



Veterinary Infusion Set

Paclitaxel Infusion Set

 

Specifically designed for veterinary applications

Suitable for large and small animal treatments

Durable construction for veterinary environments

Available in various sizes for different animal species

Sterile, single-use disposable design

Non-toxic materials safe for animal use

Flexible tubing resistant to animal movement

Secure spike for reliable fluid delivery

Compatible with veterinary IV fluids and medications

ISO compliant manufacturing standards

Designed for veterinary clinics and hospitals

Easy-to-use roller clamp for flow control

Speciallydesigned for paclitaxel chemotherapy 
administration

DEHP-free tubing prevents drug leaching

Compatible with paclitaxel and other taxane medications

Non-PVC construction for chemotherapy safety

Sterile, single-use disposable design

Precise flow control for accurate dosing

Luer lock connections for secure attachment

Available with inline filters for particle removal

ISO compliant manufacturing standards

Designed to maintain drug stability and efficacy

Suitable for oncology departments

Pyrogen-free and non-toxic materials



Infusion Set For Infusion Pump

IV Infusion Set For Secondary Medication

Specifically designed for infusion pump compatibility

Precise flow control for accurate medication delivery

Compatible with various infusion pump models

Anti-free flow mechanism for patient safety

Sterile, single-use disposable design

Non-toxic and pyrogen-free materials

Pressure-resistant tubing construction

Luer lock connections for secure attachment

Suitable for critical care and ICU applications

Designed for continuous and controlled infusion therapy

Available in different tubing lengths

ISO compliant manufacturing standards

Designed for secondary medication administration

Y-site injection port for additional drug delivery

Compatible with primary IV infusion lines

Sterile, single-use disposable design

Non-toxic and pyrogen-free construction

Precise flow control with roller clamp

Luer lock connections for secure attachment

Suitable for intermittent medication delivery

ISO compliant manufacturing standards

Easy connection to existing IV systems

Ideal for hospital and clinical settings

Available with or without needle
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